QOur Strapping Systems are completed with strong supply of seals. A wide variety of standard push, open, sleeve,

snap-on, and serrated seals are offered to cover the majority end user application demand.

Specifications Reqne=st= Comments

Galvanized

Regular duty push type

Width Length Thickness Quantity per box
1z Tie" 0.025" 5000 Ibs

5/8" 78" 0.025" 5000 lbs

34" b 0.025" 5000 Ibs

Width Length Thickness Quantity per box
34" 114" 0.035" 2000 lbs

34" 1 3/4" 0.035" 2000 lbs

34" 214" 0.035" 1000 Ibs

I 14" 214" 0.035" 1000 Ibs

Width Length Thickness Quantity per box
348" Tie" 0.025" 5000 Ibs

Width Length Thickness Quantity per box
34" 1 3/4" 0.035" 2000 lbs

I 14" 214" 0.035" 1000 Ibs

Width Length Thickness Quantity per box
34" | 3/4" 0.035" 2000 Ibs

I 14" 214" 0.035" 1300 Ibs




Width Length Thickness Quantity per box
afa" Fi:a 0.025" 5000 lbs
Width Length Thickness Quantity per box
34" 1 3/4" 0.035" 2000 Ibs
114" 214 0.035" 1000 Ibs
Wideh Length Thickness Quantity per box
34" 1 34" 0.035" 2000 lbs
114" 21/M4" 0.035" 1000 |bs

Width Length Thickness Quantity per box
e " 0.025" 5000 lbs
172" " 0.025" 5000 Ibs
58" 1 332" 0.025" 5000 lbs
34" 1332 0.025" 5000 Ibs

Galvanized - Serrated

Snap-on

Wideh Length Thickness Quantity per box
172" 114" 0.05" 1000 Ibs

12" 114" 0.05" 5000 lbs

5/8" 114" 0.05" 1000 Ibs

34" I 14" 0.05" 1000 bs




